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(b) Test of circuit breakers by man-
ual operation; 

(c) Inspection of fuses including en-
suring the ratings of fuses are suitable 
for the service intended; 

(d) Inspection of rotating electrical 
machinery essential to the routine op-
eration of the vessel; 

(e) Inspection of all generators, mo-
tors, lighting fixtures and circuit inter-
rupting devices located in spaces or 
areas that may contain flammable va-
pors; 

(f) Inspection of batteries for condi-
tion and security of stowage; 

(g) Operational test of electrical ap-
paratus, which operates as part of or in 
conjunction with a fire detection or 
alarm system installed on board the 
vessel, by simulating, as closely as 
practicable, the actual operation in 
case of fire; and 

(h) Operational test of all emergency 
electrical systems. 

§ 115.808 Lifesaving. 

(a) At each initial and subsequent in-
spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspection of life-
saving equipment and systems, includ-
ing the following: 

(1) Tests of each rescue boat and each 
rescue boat launching appliance and 
survival craft launching appliance in 
accordance with § 122.520 of this chap-
ter; 

(2) Inspection of each life jacket, 
work vest, and marine buoyant device; 

(3) If used, inspection of the pas-
senger safety orientation cards or pam-
phlets allowed by § 122.506(b) of this 
subchapter; 

(4) Inspection of each inflatable life-
raft, inflatable buoyant apparatus, and 
inflatable life jacket to determine that 
it has been serviced as required by 
§ 122.730 of this subchapter; and 

(5) Inspection of each hydrostatic re-
lease unit to determine that it is in 
compliance with the servicing and 
usage requirements of § 122.740 of this 
subchapter. 

(b) Each item of lifesaving equipment 
determined by the marine inspector to 
not be in serviceable condition must be 
repaired or replaced. 

(c) Each item of lifesaving equipment 
with an expiration date on it must be 
replaced if the expiration date has 
passed. 

(d) The owner or managing operator 
shall destroy, in the presence of the 
marine inspector, each life jacket, 
other personal flotation device, and 
other lifesaving device found to be de-
fective and incapable of repair. 

(e) At each initial and subsequent in-
spection for certification of a vessel, 
the vessel must be equipped with an 
adult size life jacket for each person 
authorized. The vessel must also be 
equipped with child size life jackets 
equal to at least: 

(1) 10 percent of the maximum num-
ber of passengers permitted to be car-
ried unless children are prohibited 
from being carried aboard the vessel; or 

(2) 5 percent of the maximum number 
of passengers permitted to be carried if 
all extended size life jackets are pro-
vided. 

(f) Life jackets, work vests, and ma-
rine buoyant devices may be marked 
with the date and marine inspection 
zone to indicate that they have been 
inspected and found to be in service-
able condition by a marine inspector. 

(g) At each initial and subsequent in-
spection for certification, the marine 
inspector may require that an abandon 
ship or man overboard drill be held 
under simulated emergency conditions 
specified by the inspector. 

[CGD 85–080, 61 FR 892, Jan. 10, 1996, as 
amended by CGD 97–057, 62 FR 51047, Sept. 30, 
1997; CGD 85–080, 62 FR 51348, Sept. 30, 1997] 

§ 115.810 Fire protection. 

(a) At each initial and subsequent in-
spection for certification, the owner or 
managing operator shall be prepared to 
conduct tests and have the vessel ready 
for inspection of its fire protection 
equipment, including the following: 

(1) Inspection of each hand portable 
fire extinguisher, semiportable fire ex-
tinguisher, and fixed gas fire extin-
guishing system to check for excessive 
corrosion and general condition; 

(2) Inspection of piping, controls, and 
valves, and the inspection and testing 
of alarms and ventilation shutdowns, 
for each fixed gas fire extinguishing 
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system and detecting system to deter-
mine that the system is in operating 
condition; 

(3) Operation of the fire main system 
and checking of the pressure at the 
most remote and highest outlets; 

(4) Testing of each firehose to a test 
pressure equivalent to its maximum 
service pressure; 

(5) Checking of each cylinder con-
taining compressed gas to ensure it has 
been tested and marked in accordance 
with § 147.60 in subchapter N of this 
chapter; 

(6) Testing or renewal of flexible con-
nections and discharge hoses on 
semiportable extinguishers and fixed 
gas extinguishing systems in accord-
ance with § 147.65 in subchapter N of 
this chapter; and 

(7) Inspection and testing of smoke 
and fire detecting systems (including 
sensors and alarms) and fire confining 
appliances (such as fire screen doors 
and fire dampers). 

(b) The owner, managing operator, or 
a qualified servicing facility as applica-
ble shall conduct the following inspec-
tions and tests: 

(1) For portable fire extinguishers, 
the inspections, maintenance proce-
dures and hydrostatic pressure tests re-
quired by Chapter 4 of NFPA 10, ‘‘Port-
able Fire Extinguishers,’’ with the fre-
quency specified by NFPA 10. In addi-

tion, carbon dioxide and halon portable 
fire extinguishers must be refilled 
when the net content weight loss ex-
ceeds that specified for fixed systems 
by Table 115.810(b). The owner or man-
aging operator shall provide satisfac-
tory evidence of the required servicing 
to the marine inspector. If any of the 
equipment or records have not been 
properly maintained, a qualified serv-
icing facility may be required to per-
form the required inspections, mainte-
nance procedures, and hydrostatic 
pressure tests. A tag issued by a quali-
fied servicing organization, and at-
tached to each extinguisher, may be 
accepted as evidence that the nec-
essary maintenance procedures have 
been conducted. 

(2) For semiportable and fixed gas 
fire extinguishing systems, the inspec-
tions and tests required by Table 
115.810(b), in addition to the tests re-
quired by §§ 147.60 and 147.65 in sub-
chapter N of this chapter. The owner or 
managing operator shall provide satis-
factory evidence of the required serv-
icing to the marine inspector. If any of 
the equipment or records have not been 
properly maintained, a qualified serv-
icing facility may be required to per-
form the required inspections, mainte-
nance procedures, and hydrostatic 
pressure tests. 

TABLE 115.810(b)—SEMIPORTABLE AND FIXED FIRE EXTINGUISHING SYSTEMS 

Type system Test 

Carbon dioxide ............... Weigh cylinders. Recharge if weight loss exceeds 10% of weight of charge. Test time delays, 
alarms, and ventilation shutdowns with carbon dioxide, nitrogen, or other nonflammable gas as 
stated in the system manufacturer’s instruction manual. Inspect hoses and nozzles to be sure they 
are clean. 

Halon ....................... Weigh cylinders. Recharge if weight loss exceeds 5% of weight of charge. If the system has a pres-
sure gauge, also recharge if pressure loss (adjusted for temperature) exceeds 10%. Test time 
delays, alarms, and ventilation shutdowns with carbon dioxide, nitrogen, or other nonflammable 
gas as stated in the system manufacturer’s instruction manual. Inspect hoses and nozzles to be 
sure they are clean. 

Dry Chemical (cartridge 
operated).

Examine pressure cartridge and replace if end is punctured or if determined to have leaked or to be 
in unsuitable condition. Inspect hose and nozzle to see if they are clear. Insert charged cartridge. 
Ensure dry chemical is free flowing (not caked) and extinguisher contains full charge. 

Dry chemical (stored 
pressure).

See that pressure gauge is in operating range. If not, or if the seal is broken, weigh or otherwise de-
termine that extinguisher is fully charged with dry chemical. Recharge if pressure is low or if dry 
chemical is needed. 

Foam (stored pres-
sure).

See that pressure gauge, if so equipped, is in the operating range. If not, or if the seal is broken, 
weight or otherwise determine that extinguisher is fully charged with foam. Recharge if pressure is 
low or if foam is needed. Replace premixed agent every 3 years. 

Clean Agents (Halon 
replacements).

(To be developed). 

(c) The owner, managing operator, or 
master shall destroy, in the presence of 

the marine inspector, each fire hose 
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found to be defective and incapable of 
repair. 

(d) At each initial and subsequent in-
spection for certification, the marine 
inspector may require that a fire drill 
be held under simulated emergency 
conditions to be specified by the in-
spector. 

[CGD 85–080, 61 FR 892, Jan. 10, 1996, as 
amended at 62 FR 51348, Sept. 30, 1997] 

§ 115.812 Pressure vessels and boilers. 
(a) Pressure vessels must be tested 

and inspected in accordance with part 
61, subpart 61.10, of this chapter. 

(b) Periodic inspection and testing 
requirements for boilers are contained 
in § 61.05 in subchapter F of this chap-
ter. 

[CGD 85–080, 61 FR 892, Jan. 10, 1996, as 
amended at 62 FR 51348, Sept. 30, 1997; USCG 
1999–4976, 65 FR 6505, Feb. 9, 2000] 

§ 115.814 Steering systems. 
At each initial and subsequent in-

spection for certification the owner or 
managing operator shall be prepared to 
test the steering systems of the vessel 
and make them available for inspec-
tion to the extent necessary to deter-
mine that they are in suitable condi-
tion and fit for the service intended. 
Servo-type power systems, such as 
orbitrol systems, must be tested and 
capable of smooth operation by a single 
person in the manual mode, with hy-
draulic pumps secured. 

§ 115.816 Miscellaneous systems and 
equipment. 

At each initial and subsequent in-
spection for certification the owner or 
managing operator shall be prepared to 
test and make available for inspection 
all items in the ship’s outfit, such as 
ground tackle, navigation lights and 
equipment, markings, and placards, 
which are required to be carried by the 
regulations in this subchapter, as nec-
essary to determine that they are fit 
for the service intended. 

§ 115.818 Sanitary inspection. 
At each inspection for certification 

and at every other vessel inspection, 
quarters, toilet and washing spaces, 
galleys, serving pantries, lockers, and 
similar spaces may be examined to de-

termine that they are serviceable and 
in a sanitary condition. 

§ 115.830 Unsafe practices. 

(a) At each inspection for certifi-
cation and at every other vessel inspec-
tion all observed unsafe practices, fire 
hazards, and other hazardous situa-
tions must be corrected and all re-
quired guards and protective devices 
must be in satisfactory condition. 

(b) At each inspection for certifi-
cation and at every other vessel inspec-
tion the bilges and other spaces may be 
examined to see that there is no exces-
sive accumulation of oil, trash, debris, 
or other matter that might create a 
fire hazard, clog bilge pumping sys-
tems, or block emergency escapes. 

§ 115.840 Additional tests and inspec-
tions. 

The cognizant OCMI may require 
that a vessel and its equipment under-
go any additional test or inspection 
deemed reasonable and necessary to de-
termine that the vessel and its equip-
ment are suitable for the service in 
which they are to be employed. 

Subpart I—International Conven-
tion for Safety of Life at Sea, 
1974, as Amended (SOLAS) 

§ 115.900 Applicability. 

(a) Except as otherwise provided in 
this subpart, a mechanically propelled 
vessel of the United States, which is 
certificated for or carries more than 12 
passengers on international voyages 
must be in compliance with the appli-
cable requirements of the International 
Convention for Safety of Life at Sea, 
1974, as Amended (SOLAS), to which 
the United States Government is cur-
rently a party. 

(b) SOLAS does not apply to a vessel 
solely navigating the Great Lakes and 
the St. Lawrence River as far east as a 
straight line drawn from Cap des 
Rosiers to West Point, Anticosti Island 
and, on the north side of Anticosti Is-
land, the 63rd Meridian. 

[CGD 85–080, 61 FR 892, Jan. 10, 1996, as 
amended by USCG–2007–0030, 75 FR 78082, 
Dec. 14, 2010] 
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